
Models: CWC 

cooling belt conveyor

The cooling conveyor is designed to cool 

vegetables, fruits and other products and is 

also used for further product processing. The 

conveyor is simple to operate and maintain, 

with the choice of dimensions and accesso-

ries to save space, time and money. It is de-

signed to cool the food for transportation 

and further processing.



Models: CWC 

cooling belt conveyor

Fan and air circulation ensure 

high efficiency and fast cooling 

process. Simple operation with 

the ON / OFF button.

This form of cooling can 

shorten the time in case of 

rapid cooling of the hot parts, 

stabilize them, thus preventing 

their subsequent deformation.

HOW IT WORKS:
The conveyor consists of a conveyor belt that serves to transport the 

product, from a washer, hopper, pump, tank and thermometer. It can also 

be equipped with a water heating system for defrosting. Adjustable belt 

speed ensures maximum cooling effect. Manual control is intended for 

simpler machines and technological devices whose technological process 

is not complicated and therefore do not require complicated programming. 

Model CWC

Material AISI 304

Belt material modular plastic strap

Belt lenght, mm 1000 to 100 000

Belt width, mm from 300

Speed, m/min adjustable
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The Normit series CAC air-cooling conveyors are designed for intensive 

cooling and removing (water, oil) of the products after frying, cooking 

or blanching, using air blown at an ambient temperature.

cooling conveyors  
Models: CAC O 500/1500, CAC W1 500/1500,  

CAC W2 500/1500 



CAC O 500/1500

CAC O 500/1500

The Normit CAC ambient air-cooling conveyors 

effectively reduce the product temperature (in 

most cases in just a few seconds), immediately 

stopping their cooking. The product is cooled 

to a temperature suitable for packaging.

The design of the cooling conveyors ensures 

optimal air distribution across the whole area 

of the conveyor mesh. A high performance 

industrial fan with power controls is set at the 

bottom of the conveyor and is included in the 

basic scoop of supply.

CAC W1 500/1500

CAC W1 500/1500

Dwell time is regulated via a frequency 

inventor. The design of the air conveyor´s 

coolers is convenient for maintenance 

and inspection. High efficiency mini-

mizes its energy footprint and it is easy 

to integrate into any production line.

Normit CAC ambient air-cooling con-

veyors are made completely of food 

grade stainless steel AISI304 / AISI316L 

or with PVC belt.



Model CAC O 500/1500 CAC W1 500/1500 CAC W2 500/1500

A: length, mm 1 500 1500 1 610

B: width, mm 1 240 582 766

C: height, mm 905 1 028 1 100

Note: 

CAC W - Conveyor is uses for removing 

water from the product before the frying.

CAC O – Conveyor is uses for removing 

oil from the product after the frying.

CAC W2 500/1500

CAC W2 500/1500

The width of the cooling conveyor 

is determined by the width of the 

heat treatment equipment. The 

height of product loading and 

unloading is determined by the 

customer.

For pre-cooling and removal of 

excess oil, water, and particulates 

of starch, it is recommended to 

supplement the air cooler with 

use of the Air Knife section.
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Model: CC 600/4000

cooling conveyor

CC cooling conveyors are designed for intensive 
cooling and removing (water, oil) of the products 

after frying, cooking or blanching, using air blown 
at an ambient temperature.

Suitable products: 

 � meat

 � vegetables

 � french fries 

 � chips

 � fried products 

 � onion rings 

Effective reduction of the product 
temperature in a few seconds
The Normit CC air-cooling conveyors effectively reduce the product tem-
perature (in most cases in just a few seconds), immediately stopping their 
cooking. The product is cooled to a temperature suitable for packaging.



Model: CC 600/4000

cooling conveyor

Optimal air distribution

The design of the cooling conveyors ensures 
optimal air distribution across the whole area 
of the conveyor mesh. A high performance 
industrial fan with power controls is set at the 
bottom of the conveyor and is included in 
the basic scoop of supply.

High efficiency, minimum energy 
footprint

Cooling time is regulated via a frequency inventor. The 
design of the air conveyor´s coolers is convenient for 
maintenance and inspection. High efficiency minimiz-
es its energy footprint and it is easy to integrate into 
any production line.

Drain outlet for excess oil 

The conveyor is connected to an external 
cooling circuit, from the top are 2 hinged 
covers and a side 4 cleaning holes, with the 
drain outlet for excess oil. 

Width is adjustable 
according to customer’s 
requirements

Normit CC cooling conveyors are 
made completely of food grade 
stainless steel AISI304 / AISI316L 
or with PVC belt. The width of the 
cooling conveyor is determined 
by the width of the heat treatment 
equipment. The height of product 
loading and unloading is deter-
mined by the customer.
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Model CC 600/4000

Height, mm 1447

Width, mm 1162

Lenght, mm 3673

Installed power, kW 1



Models: DC

feeding conveyor

Feed conveyors optimally present your 

product to the next piece of processing 

equipment to maximize yield and 

improve performance of the downstream 

equipment.Normit’s decades of experience 

in engineering provide the highest level of 

performance and fit specifically designed for 

your product and the mating equipment.



Models: DC

feeding conveyor

The conveyor reduces product 

damage, seasoning loss, and 

product noise, and decreases 

product buildup making 

sanitation faster.

Normit company is able to customise feeding conveyors according to our 

klients needs and requirements. DC feeding conveyor serves for storing 

products entering or leaving the process line. The PVC belt slowly moves 

the product, which is deposited / spread manually on the belt. Normit 

company is able do design and develop the highest quality conveyors 

according to clients specific needs and requirements. 

Areas of application:
zz food industry

zz chemical industry

zz pharmaceutical industry

zz cosmetic industrial

DC Feeding conveyor is a 

revolutionary tool that prevents 

down time, reduces labor, and 

improves process efficiencies.



Models: DC

feeding conveyor

Model DC feeding conveyor

Conveyor drive power, kW 0.12

Size of conveyor belt, mm 570

Sizes (H / L / W), mm 1200/1400/900

Weight, kg 55
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Models: IC 2,5

inspection conveyor/sorting conveyor

Inspection conveyor is designed for moni-

toring and manual removal of the defective 

products. It can be integrated into various 

parts of the production line. The basic con-

struction of the inspection conveyor com-

prises a conveyor belt made of a food grade 

PVC, of a white colour for an optimal contrast 

with the product, the lighting system along 

the entire length of the conveyor, and the 

side margins for a rapid removal of the de-

fective product. 



Models: IC 2,5

inspection conveyor/sorting conveyor

Inspection conveyor serves 

for inspection and sorting 

of products in the food, 

cosmetics, pharmaceutical, 

construction industry.The 

conveyor is made of high 

quality stainless steel. The strip 

is made of food PVC. 

Advantages:
zz Simple maintenance 

zz Easy washing and cleaning

zz Quick inspection of the 

conveyor

zz High quality material

zz Adjustable belt speed

zz Adjustable legs

zz Integrated illumination for 

better visibility

zz Frequency converter

zz High resistance

zz Long life

zz Manufactured according to 

the GMP standard

The speed of movement of 

the conveyor belt is adjustable 

with the frequency converter.  

The inspection conveyor 

is designed for sorting of 

legumes, peas, beans, corn, 

potatoes, tomatoes and others. 



Models: IC 2,5

inspection conveyor/sorting conveyor
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HOW IT WORKS:
The product automatically enters the conveyor belt sorting zone, alongside the staff (sits), who visually 

inspects whether the product is suitable or not. Impurities and unsuitable products are manually 

removed through the holes in the basket at the edge of the conveyor. A suitable product is dropped 

at the end of the belt. The inspection conveyor is equipped with a light that enhances the sorting 

quality. The modular belt is white to achieve a higher sorting quality.

Manual control is intended for simpler machines and technological devices whose technological 

process is not complicated and therefore do not require complicated programming. Simple operation 

with the ON / OFF button.

Model IC 2 5

A: lenght mm 1995 5050

B: width mm 1150 1920

C: height mm 2030 2600



Model: ICB

feeding inclined conveyor with vibrating screen

Usually it is part of various technological 

lines and serves for the transport of different 

types of products within the line. Part of the 

device is a vibrating screen that is designed 

to separate undesirable small parts (crumbs) 

to prevent them from entering into a further 

production process.



Model: ICB

feeding inclined conveyor with vibrating screen

Due to the vibration produced by the vibration generator, high quality 

shaking of the processed product is achieved, and optimum sifting.

Conveyor can achieve raw material conveying from one place to other 

from one place to the other, to save more space in the factory. 

Conveyor is usually used for the food industry, such as biscuits, 

chilli, chips, fruit and all kinds of grains.

The machine is used for processing:
zz In the food industry (transport of fruits, vegetables, crisps, biscuits, 

etc.)

zz In the chemical industry (transport of  sticks, chemical preparations)

zz In the cosmetics industry (transport of cosmetics)

zz In the pharmaceutical industry (transport of drugs, suppositories, 

pills, etc.)

Moving products from conveyor to 

the fryer.



Model: ICB

feeding inclined conveyor with vibrating screen
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Benefits:
zz the ability to select sieves with different diameter of holes

zz quality processing of raw materials

zz constructed in stainless steel

Model: ICB

A: length, mm 2 940

B: width, mm 1 010

C: height, mm 1 472



Model: IC-Z 

Inclined conveyor

Universal use for many different 
products, products do not stick to 

the betl, energy saving.

Universal conveyor used for many 
different products 

The inclined conveyor is used to transport the prod-
uct to the desired height. The conveyor is equipped 
with ridges that hold the product. Conveyors of this 
type are used to lift a wide variety of products, re-
gardless of their weight, shape and condition. 

Areas of use:  
 � Food industry (vegetables, fruits, meat, chips) 

 � Pulp and paper industry 

 � Chemical industry 

 � Pharmaceutical industry (tablets, suppositories) 

 � Cosmetic industry 



Model: IC-Z 

Inclined conveyor

Regulated speed, 
protective covers  

The speed of the convey-
or is regulated, so it can be 
used in the production for 
other processing such as: 
packaging, cooking, freez-
ing and thawing. Dangerous 
zones for a person are 
equipped with special pro-
tective covers. At the re-
quest of the client, the belt 
can be equipped with side 
walls that prevent the prod-
uct from falling out as well 
as other options. 

Benefits: 
 � Quick cleaning and 

maintenance 

 � Easy installation 

 � Adjustable belt speed 

 � High accuracy 

 � Low noise 

 � Made of high quality 
materials 

 � Low water consumption 

 � High reliability 

 � The ability to control the 
direction of the belt 

 � Adjustable angle of conveyor 

Product does not stick to the belt 

Thanks to its precise operation and adjustable belt speed, 
the conveyor is suitable for transporting products that are 
perishable. When transporting thawed fish, meat and oth-
er similar products, raw materials do not stick to the surface 
of the belt. 

Additional options:  

 � Inverter 

 � Belt - a wide range of materials 
for the surface 

 � Side walls 

 � Protective covers 

 � Cooling / heating jacket of 
conveyor 



Model: IC-Z 

Inclined conveyor

Model IC-Z

A: length,mm 3 212

B: width, mm 810

C:  height, mm 2 690
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Technical drawings



Model: MBC 300

z-shaped conveyor

Z-shaped small conveyor are frequently used 

to discharge small products but also bulk 

products from production and packaging 

equipments and for filling into tanks or 

delivering to other processes. Depending on 

the measurements and customer’s needs, 

different base frames, drive system and belt 

materials are possible to provide an optimal 

adaptation to the specific projects. 



Model: MBC 300

z-shaped conveyor

Transport inclined Z-shaped bulk 

conveyor - refers to the equipment 

of continuous action for lifting 

and transporting products for 

further processing, packaging.The 

equipment is intended for use in 

the food industry. 

The easily extended flat belt parts 

of Z-shaped conveyor allow small 

construction heights with no 

distress to the base frame.

Z- shaped conveyors are used in 

a diverse applications: 
zz Ergonomic help for the staff: incline will help 

eliminate the need for bending or reaching) 

zz Hoppers or bowl feeders: customised declines 

could be implemented for feeding the goods 

into hoppers 

zz Hight changes 

zz Packaging 

zz And many others 

Technical specification: 
zz modular PVC food industry conveyor with drivers 

zz Working width of the belt 300 mm 

zz height of the partition - 100 mm (curved profile at an angle of 45 °) 

zz spacing between dividers - 250 mm 

zz mobile version 

zz AISI304 stainless steel construction material and hopper 

zz Covering the conveyor from above or from the below 

zz Frequency converter - Speed   control of the belt 

zz Start/Stop system from the packing machine 

zz converter switch communicates with level sensor of the packing 

system 

zz Belt speed approx. 15m / min.



Model: MBC 300

z-shaped conveyor
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Name Options 

Drive power elevator / conveyor kW 0,25 

Measurements (v/ d / š), mm 3816/3250/1000 

Weight, kg ? 

Material AISI304 

Three phase power supply  

Voltage, Volt 400 

Frequency, hertz 50 



Model: CWH

feed conveyor with a receiving hopper

Equipment for feeding in the production 

of vegetable chips. It is a versatile device 

for transporting products to a height. It can 

be used to transport large, small, light and 

heavy products. Usually it is part of various 

technological lines and serves for the 

transport of products within the line. The 

conveyor enables fast and efficient transport 

for a wide range of products. 



Model: CWH

feed conveyor with a receiving hopper

This equipment is intended for 

use in the food industry.

The conveyor is equipped with vanes for product movement. 

Side rail height not less than 50mm. Conveyor width not more 

than 450mm. Speed   adjustment.  All components of European 

manufacture. Total capacity not less than 100kg / h. With sides 

(height 50 mm) and bars, PVC, white, conveyor width 450 mm, 

hopper 100 L with 0.55 kW motor, angle of inclination 40 °. The 

conveyor works very accurately at slow and high speeds. 

The conveyor is made of 

AISI304 stainless steel and food 

grade PVC material in contact 

with the product.



Model: CWH

feed conveyor with a receiving hopper

NORMIT FOOD, s. r. o.

Pezinská cesta 5104

901 01 Malacky, SLOVAKIA

Skype:

manager.normit

Telephone number:

+421 902 400 321

E-mail:

sales@normit.com

Web:

www.normit.com

Model ACWH

Installed power, kW 0.75

Height, mm 2100

Length, mm 2089

Width, mm 943

Weight, kg 85

Матеrial AISI304

Three phase power supply:

Voltage, Volt 400

Frequency, hertz 50



MODEL: ACWH

feeding conveyor with hopper

It is a versatile device for transporting prod-

ucts to a height. It can be used to transport 

large, small, light and heavy products. The 

conveyor works very accurately at slow and 

high speeds.  



MODEL: ACWH

feeding conveyor with hopper

This equipment is intended for 

use in the food industry.

Material: frame and hopper 

stainless steel AISI304, belt PVC.
Usually it is part of various technological 

lines and serves for the transport of small 

products within the line. The conveyor 

enables fast and efficient transport for a 

wide range of products. The belt conveyor 

support forms a very strong and quality 

steel structure. 50L hopper volume is at 

a given angle (38 °), the conveyor has an 

adjustable height of 540-840mm, the 

conveyor itself can be moved and the angle 

of the conveyor inclined - from 20 ° to 0 °. 

Advantages:
zz Fast cleaning and 

maintenance

zz Simple installation

zz Adjustable belt speed

zz High accuracy conveyor

zz Low noise

zz Made of high quality 

stainless steel

zz Low water consumption 

for cleaning

zz Low price

zz High quality

zz High resistance

zz Energy savings of 30%

zz Solid steel construction



MODEL: ACWH

feeding conveyor with hopper
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Model ACWH

Elevator/conveyor drive power, kW 0.25

Height, mm 1194

Length, mm 1641

Width, mm 756

Mass, kg 80



Model:  CBI

inclined conveyor with hopper

Belt conveyor - inclined, with hopper is a 

versatile product for transporting products 

up to the height. It can be used to transport 

large, small, light and heavy products. The 

conveyor works very accurately at slow and 

high speeds. Thanks to its precise operation 

and adjustable belt speed, it is also well suit-

ed for transporting products that are subject 

to mischief. 



Model:  CBI

inclined conveyor with hopper

Inclined conveyor with 

hopper is a conveyor that is 

designed to transport sorted 

raw materials to an elevated 

place and then to containers 

and containers. The strip is 

made of food PVC so that 

it can be used to transport 

food (fruits, vegetables, meals, 

biscuits, potato chips, ...). 

Dangerous places are secured 

by removable covers. The belt 

conveyor support forms a 

very strong and quality steel 

structure.

The use:
zz In the food industry (transport 

of fruits, vegetables, chips, 

biscuits, etc.)

zz In the chemical industry 

(transport of tablets, sticks, 

chemical preparations)

zz In the cosmetics industry 

(transport of cosmetic 

products)

zz In the pharmaceutical industry 

(transport of medicines, 

suppositories, tablets, etc.)

The conveyor enables fast 

and efficient transport for 

a wide range of products. 

The conveyor belt is used for 

transport to heights. When 

transporting defrosted fish, 

meat, etc. the product does not 

stick to the surface of the belt.



Model:  CBI

inclined conveyor with hopper
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Advantages:
zz Fast cleaning and maintenance

zz Simple installation

zz Adjustable belt speed

zz High accuracy conveyor

zz Low noise

zz Made of high quality stainless steel

zz Low water consumption for cleaning

zz Low price

zz High quality

zz High resistance

zz High belt load

zz Angle settings

zz Adjustable belt direction

zz Energy savings of 30%

zz The angle of inclination is adjustable

zz Solid steel construction

Materiál AISI 304 

Motor power 0,25 kW 

Length 3010 mm

Width 1170 mm

Height 2575 mm

Weight 100 kg 



Models: SC 3000 Ti, SC 4000 Ti

screw conveyor with heating

The screw conveyor for transporting 
powdered products, made of stainless steel, 
can be produced with different capacities on 

request. 

Suitable products

 � flour
 � sugar
 � starch

 � other powdered products

Transporting of powdered products
The screw conveyor is designed for the horizontal or inclined trans-
port of powdered materials. The conveyor is designed as part of a 
device assembly for transporting and mixing powder products. It 
is suitable for the transport of flour, sugar, starch and other loose 
products.



Models: SC 3000 Ti, SC 4000 Ti

screw conveyor with heating

How it works

The conveyor ensures the trans-
port of powder materials from the 
container to the mixer. The screw 
conveyor is a tubular-type screw 
conveyor, its function is based on 
the conveying effect of the screw 
that rotates inside the pipe. The 
conveyor is equipped with electric 
heating and temperature sensor.

Product is not 
damaged

The main advan-
tage of the convey-
or is the careful han-
dling of the prod-
uct without dam-
aging it. Conveyors 
have relatively high 
productivity.
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Construction of the device

The screw conveyor is a stainless steel tube with inlet and 
outlet. There is a work piece in the tube made in the 
form of a hollow shaft with a screw. The screw con-
veyor is a hollow shaft with the screw with a var-
iable distance 75 to 150 mm. The drive is se-
cured by an electric motor with a gearbox.

Model SC 3000 Ti SC 4000 Ti

Installed drive power, kW 1,5 0,25
Weight, kg 47 83

Dĺžka, mm 2940 4928

Výška, mm 120 420

Šírka, mm 240 470

Principle of action.

The product is passed through the loading open-
ing, the screw blades are raised and the prod-
uct is mixed. It moves horizontally or diago-
nally to the surface.  Also available on 
height-adjustable loading frame.



Model: CSM

lid closing with conveyor belt

The CSM conveyor is designed for closing 

the lids on buckets filled with food products 

(HORECA packaging and wholesale packa-

ging) as well as non-food products such as 

paints and other products in the chemical 

and other industries.



Model: CSM

lid closing with conveyor belt

The principle of operation
Operator put the bucket partially covered with lid on a special conveyor 

that is equipped with rollers spread at different height. The rollers 

gradually press the lid and tightly close it on the bucket. The last roller 

is set to guarantee complete closure of the bucket by lid.

The conveyor design is reinforced to withstand the pressure of the 

rollers.

The adjustable height of the rollers makes it possible to use one 

conveyor for closing the lids on buckets of various volumes and heights.

The width and length of the conveyor are determined according to the 

required power and the type of closed buckets.

Principle of the lid closer.



Model: CSM

lid closing with conveyor belt
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Benefits:
zz The conveyor is completely made of stainless steel AISI304, which guarantees corrosion protection 

and long service life.

zz Reliable, reinforced construction.

zz Versatility. Possibility to close the buckets of different volumes and heights on one conveyor.

zz Increase productivity. The use of a conveyor for closing the lids greatly accelerates the work of the 

operator and increases the productivity of the packing lines.

Model: CSM

A: length, mm 1 468

B: width, mm 778

C: height, mm 1 325



Model: CFC

conveyor/cosmetics bottle conveyor

Used for conveying / transferring of empty / 
filled bottles / containers / jars, etc. Widely 

useful on the packaging lines. 

Suitable products:
 � cans

 � various types of glasses

 � jars

 � small glass bottles

 � cosmetic bottles

Different lenghts for different 
bottles and jars 
Conveyor for jars, cans, glasses or small glass bottles 
can be part of the technological line for washing cans 
and jars. Easily connected to the washer or any other 
equipment. We manufacture different lengths for all 
your manufacturing needs. 



Model: CFC

conveyor/cosmetics bottle conveyor

Conveying, 
transferring of 
bottles, jars
Jar conveyor is used for 
Conveying / transferring of 
empty / filled bottles/ con-
tainers / jars, etc. It is easier 
to install on the packaging 
lines and acts as a reliable 
medium to carry the goods 
from one place to another. 
This process is put to use in 
production and packaging 
and is a valuable machin-
ery in this sector. 

Stainless steel material
Stainless steel materials are used in the jar conveyor making it 
resistant to corrosion. The machine is suitable for carrying dif-
ferent goods and hence is widely preferred in industries for 
transferring of empty bottles on packaging lines. 

Manufactured in EU, made to meet your 
needs 

We are specialized in manufacturing, exporting, importing 
and supplying a broad collection of conveyors. Developed 
by our skilled and trained workforce using high grade com-
ponents and advanced technology, this 
conveyor is designed with the set quali-
ty standards. Additionally, we provide this 
conveyor to our clients in both, standard 
and customized options as per their various 
specifications.

Technical 
features: 
 � Engine 120 W 

 � Guiding bars

 � Positioning of 
guiding bars

 � Modular stainless 
steel conveyor belt

 � Adjustable wheels



Model: CFC

conveyor/cosmetics bottle conveyor

Model CFC

Height, mm 1009

Width, mm 1000

Lenght, mm 461

Installed power, W 120
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Technical drawings


