
Models: VKE 250, ACM 250

set of heating and cooling devices

The set of heating and cooling devices 
consists of cooking boiler Normit VKE and 
Mixing Tank Normit ACM 250. The devices is 
used in the food industry for the production 
of sirup, sauces and other products. The 
boiler allows the maximum preservation of 
beneficial substances and vitamins in the 
processed products at minimal temperature 
losses.
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Mixing Tank - Normit ACM 
250
Atmospheric mixing unit with cooling jack-
et, special-purpose frame mixer. The mix-
ing tank for cooling products is designed 
for efficient cooling, mixing, after produc-
tion. By using a separate product cooling 
tank, a significant increase in the capaci-
ty of the processing plant is achieved and 
energy losses are reduced. Pillow Plate 
heat exchanger.  

Specially designed 
agitators
Thoroughly mixing, quickly achieving 
a homogenous mixture. The special 
shape of the agitator effectively distrib-
utes the solid particles in the product 
without damaging them.

Cooking boiler Normit VKE
Atmospheric batch food heating system with 
heating jacket, heating system and special-pur-
pose mixer frame, equipped with product 
pump and control panel. The construction of 
the universal boiler consists of a thermally in-
sulated cylindrical vessel, an extended heating 
system via a circulating pump, a high-speed, 
slowmoving, frame-type stirrer. The lid opens 
for 1/3 for easy ingredient insertion.

Universal use, 
minimal costs
An efficient and afforda-
ble solution for process-
ing various products 
with minimal operating 
cost and ease of use.
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Cooking vessel  Normit VKE 250

Volume, l 250 

Heating power, kW 12 

Maximum heating temperature, ⁰С 90 

Dimensions (H/L/W), mm 1535±160/1848/1315 

Weight, kg 285 

Mixing vessel NormitACM 250

Volume, l 250 

Dimensions (H/L/W) mm 1232±160/1192/1150 

Weight, kg 243 

Material AISI304 

CLICK TO WATCH VIDEO

https://www.youtube.com/watch?v=cYVrWAa6kyw&t=11s

